Connect the support bars to the side rails at the Mount the centre rail to the headboard according to
desired height. the position of the support bars.
1. 12.

Without distance block: Insertion depth 14,5 cm Choose adjustable centre foot acoording to the
Horizontal distance block: Insertion depth 12,5cm  correct height and mount it to the centre rail.
Standing distance block: Insertion depth 10,5 cm

FUSION

Tools:
Allen key SW4 and SW5 (enclosed)

Cross-head screwdriver size 2

12 x XS steels bolts Srom—
12 x Connector housings O
12 x Grub screws Ci
24 x Confirmat screws

1 x Countersunk bolt (M8 x 50)
2 x Centre feet, adjustable

2 x Distance blocks

2 x Screws (5 x 60)

2 x Screws (5 x 80)

Please do the setup of the bed on a soft surface (e.g. a carpet or
blanket) to avoid damages.
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Watch this video for further information on the metal fitting:

https.//www.youtube.com/watch?v=iolUTDgtvgE
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Screw XS bolts into side rails. Insert connector housings into the head and footbo- Place the bed on its feet and insert connector hou-  Screw the steel bolts into the back panel.
ards. sings into the mounting panels at the headboard.
3 4, 1 8

Fit foot and headboards to one of the side rails. Mount the crossbars. Carefully connect the second Mount the back panel and fix the connectors with Slide the upholstered headboard from above onto

Use the Allen key to screw the grub screws into the s rail to all parts already assembled. grub screws. the mounting panel.
connector housings to fix the steel bolts.



